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AMENDMENTS TO THE ABSTRACT 

Please substitute the following paragraph for the abstract now appearing in the currently ■ 
filed specification: 

A data drive for detecting loading/unloading positions and media type is provided. S ata ; 
driv e s and m e thods of operating a data driv e are d e scribed. The drive includes: a drive base; a 
receiver for receiving a storage media device, the receiver being movably coupled to the drive base j 
and translatable from an unloaded position to a loaded position; a media flag , for detecting a media j 
type of the storage media device, movably coupled to the receiver and translatable from a first 
position to a second position when the storage media device is inserted into the receiver; a media 
flag sensor fixedly coupled to the drive base for detecting movement of the media flag r e ceiv e r flag ; : 
a receiver fla g, for detecting position of the storage media device, fixedly coupled to the receiver; 
and a receiver flag sensor fixedly coupled to the drive base for detecting movement of the receiver 
flag. Th e method includ e s: r e c e iving a storag e m e dia d e vic e into a r e ceiver such that the storag e 
m e dia d e vic e contacts a m e dia flag movably coupl e d to th e r e ceiver; d e t e cting movement of th e 
m e dia flag using a m e dia flag s e nsor; actuating mov e m e nt of the rec e iv e r from an unloaded position 
to a load e d position; and det e cting movem e nt of a r e ceiv e r flag fixedly coupl e d to th e receiv e r u s ing 
a r e c e iv e r flag s e nsor. 
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